
OPS– FOR INTERACTIVE PANELS 

 
 2.0  

 

 USB  

Type-C  

 OneKey  

Recovery 

Supports  

TPM 2.0  



 

 

Model  OS-OPS-3 OS-OPS-5 OS-OPS-7 

Processor  Intel® Intel® Intel® 

SOC  Intel® Core i3 Intel® Core i5 Intel® Core i7 

Memory  4 GB DDR4 up to 32 GB 8 GB DDR4 up to 32 GB 16 GB DDR4 up to 32 GB 

Performance  2 M Cache, up to 4,20 GHz ± 4 M Cache, up to 4,20 GHz ± 8 M Cache, up to 4,90 GHz ± 

Storage  256GB/512GB/1TB SSD 256GB/512GB/1TB SSD 256GB/512GB/1TB SSD 

Graphics  Intel® UHD Graphics  Intel® UHD Graphics  Intel® UHD Graphics  

Wireless  2.4Ghz /5Ghz /BT 4.2 2.4Ghz /5Ghz /BT 4.2 2.4Ghz /5Ghz /BT 4.2 

WIFI/BT  802.11ac / BT 4.2  802.11ac / BT 4.2  802.11ac / BT 4.2  

Lan  10/100/1000 Gigabit LAN 10/100/1000 Gigabit LAN 10/100/1000 Gigabit LAN 

Audio  AUDIO IN + OUT AUDIO IN + OUT AUDIO IN + OUT 

Interfaces Front Side  

USB-A 3.0 x 4 

USB-A 2.0 x 2  

RJ45 10/100/1000 M x 1  

HDMI 1.4 out (4K@30 Hz) x 1  

Jack 3,5 mm Line out x 1  

Jack 3,5 mm Mic in x 1  

WIFI/BT ANT x 2  

Power button x 1  

Power LED x 1  

SSD LED x 1  

USB-C x 1  

USB-A 3.0 x 4  

USB-A 2.0 x 2  

RJ45 10/100/1000 M x 1  

HDMI 1.4 out (4K@30 Hz) x 1  

Jack 3,5 mm Line out x 1  

Jack 3,5 mm Mic in x 1  

WIFI/BT ANT x 2  

Power button x 1  

Power LED x 1  

SSD LED x 1  

USB-C x 1  

USB-A 3.0 x 4  

USB-A 2.0 x 2  

RJ45 10/100/1000 M x 1  

HDMI 1.4 out (4K@30 Hz) x 1  

Jack 3,5 mm Line out x 1  

Jack 3,5 mm Mic in x 1  

WIFI/BT ANT x 2  

Power button x 1  

Power LED x 1  

SSD LED x 1  

USB-C x 1  

Windows (Optional) Windows 10 Home / Windows 10 

Professional / ubuntu 
Windows 10 Home / Windows 10 

Professional / ubuntu 
Windows 10 Home / Windows 10 

Professional / ubuntu 

Power Input  12-19 V DC IN  12-19 V DC IN  12-19 V DC IN  

TPM  TPM 2.0  TPM 2.0  TPM 2.0  

Watchdog  Support  Support  Support  

Material  Metal  Metal  Metal  

Dimensions  180 × 119 × 30 mm  180 × 119 × 30 mm  180 × 119 × 30 mm  

Temperature  Operating 5°C~45°C Storage -10°

C~50°C  

Operating 5°C~45°C Storage -10°

C~50°C  

Operating 5°C~45°C Storage -10°

C~50°C  

Relative Humidity  5%~95% (non-condensing)）  5%~95% (non-condensing)）  5%~95% (non-condensing)）  

Net Weight  1 Kg  1 Kg  1 Kg  

DISPLAY PORT DP / HDMI DP / HDMI DP / HDMI 

OPS-PC 
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Note– Above mentioned specifications are subject to change/upgrade. 
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